Instructions for installing the latest DOS software for controlling IMPAX

For Beijing Institute of Biophysics, November 2001.

1. Download the file IMP_DOS.EXE

2. Place this file in a new empty directory.

3. Run the file 

IMP_DOS.EXE  -d –o

This will create 4 new directories.

4. Take 4 empty floppy disks, and label them “UTILS”, “ASPIC”, “XSTEP” and “XTGOLD”

5. Copy all of the files in the corresponding directories into the root directories of the floppy disks.

6. Put the disk labelled UTILS into the floppy disk drive, and run the following file:

 INSTALL  C  xyz-2   PENTIUM

The word PENTIUM should be replaced with 286, 386 or 486 according to the processor of the computer.

7. Put the disk labelled ASPIC into the floppy disk drive, and run the following file:

INSTALL  C   xyz-2

8. Put the disk labelled XSTEP into the floppy disk drive, and run the following file:

INSTALL  C

9. Put the disk labelled XTGOLD into the floppy disk drive, and run the following file:

INSTALL  C

10. Add the following lines to CONFIG.SYS in your root directory:

Devicehigh = c:\skip.sys /M=8

11. Add the following lines to AUTOEXEC.BAT in your root directory:

Copy c:\skip\skip.set skipper

Path c:\impax

C:\xtgold\xtgold

12. Reboot your computer

13. Check that a message is displayed showing that the device driver SKIPPER is loaded, when the computer boots up.

14. When the computer has booted up, the file handler Xtgold should run.  Press Alt/X to see how much memory is free.  Make sure that around 600 KB is free.

15. Press F9 to get a menu for running crystallization software for IMPAX.

